Ramp shall be laid cut radially from the back of the 5' wide detectable warning strip. Except that in no case shall it be less than 4' wide at the back of the sidewalk.

**GENERAL NOTES**

1. Ramp centerline shall be radial from the face of the curb at the sidewalk ramp control point.

2. The ramp slopes as shown are the steepest allowed, except as provided for under note 3.

3. Ramp lengths shall not exceed 10' for any installation. Ten-foot-long ramps may be steeper than the slopes shown in note 2.

4. Drainage inlets should not be located within the marked crosswalk, or if crosswalk aprons are marked, within the area a standard marked crosswalk would enclose.

5. Concrete shall receive a rough broom finish as shown.


   - See Note 3

   - 10" maximum to face of pedestrian push button

   - Pedestrian push button pole when shown on traffic plans.

   - See traffic signal plans for additional information.

**LEGEND**

- Minimum slope = 100:1 (0.01/ft)
- Maximum slope = 50:1 (0.10/ft)

**SECTION A-A**

- Top of sidewalk ramp
- Top of ramp curb
- Bottom of sidewalk ramp
- Bottom of ramp curb

**SECTION B-B**

- Top of sidewalk ramp
- Top of ramp curb
- Construction joint

**SECTION C-C**

- Top of sidewalk ramp
- Top of ramp curb
- Construction joint

**PARALLEL SIDEWALK RAMP**

- State of Arizona Department of Transportation
- Roadway Standard Drawings

- Ramp No. C-05:30
- Sheet 1 of 3

- Prepared by: [Signature]
- Approved by: [Signature]